GX50, GX55, GX60 Parallel Grid Search Check List

Press NAV key and get From To Next page.

      (Turn outer knob counter clockwise from NAV home page.)

Press MAP key and get to the Route Line set up page.

      (Turn outer knob one click counter clockwise from MAP home page.)

Check:      Route Line         : Yes

                 Map Orientation : Track

                 Map Ref : Plane

Turn inner knob counter clockwise until Sar Map set up page. 

Check:      Sar Map    : On

                 Grid Type : US

                 Position    :  MIA, JAX or other required sectional

Turn outer knob one click counter clockwise to get map with PAT soft key. 

Press PAT soft key to get Parallel Line Search Page and press ENTER key.

Press SEL key and enter the following:

                Grid    (US)   :   defaults to present position quarter grid and northwest corner

                Spacing         :   defaults to 0.5 nm

                Direction       :   defaults to N / S

Press ENTER key to accept new settings.

Press ENTER key again to activate search pattern.

As soon as possible, press NAV key and then SEL key.
Turn outer knob counter clockwise two clicks until:   From     x      - - -

                                                                                      Hold?    x+1  - - -

                                                                                      Next      x+2  - - -

Press the ENTER key to make the HOLD stay.
If the display does not read:   From     0      - - -

                                               Hold      1      - - -

                                               Next       2     - - - 

     then press FPL soft key and turn inner knob counter clockwise until:

0            to 1

   1*   xxx deg     x.x nm

   ---                       ---
     and press ENTER key twice to activate new leg.

Press MAP key twice to get to MAP home page.

When established on the first search leg, waypoints 0 to 1, with near zero cross track error, remove HOLD.

Press NAV key and then SEL key.

Turn outer knob counter clockwise two clicks until:   From     0      - - -

                                                                                      To?       1      - - -

                                                                                      Next      2      - - -

Press the ENTER key to make the TO stay.
GX50, GX55, GX60 Creeping Line & Expanding Square Search Check List

Press NAV key and get From To Next page.

      (Turn outer knob counter clockwise from NAV home page.)

Press MAP key and get to the Route Line set up page.

      (Turn outer knob one click counter clockwise from MAP home page.)

Check:      Route Line         : Yes

                 Map Orientation : Track

                 Map Ref : Plane

Turn inner knob counter clockwise until Sar Map set up page. 

Check:      Sar Map    : On               Grid Type  :  and Position   :   are don’t cares for these two searches.
Turn outer knob one click counter clockwise to get map with PAT soft key. 

Press PAT soft key and turn inner knob to get Creeping Line or Expanding Sq and press ENTER key.

Press SEL key and enter the required settings.
Press ENTER key to accept new settings.
If Creeping Line search, turn inner knob to the second set up page.

          Press SEL key and enter the required second page settings.
          Press ENTER key to accept new second page settings.
Press ENTER key again to activate search pattern.

As soon as possible, press NAV key and then SEL key.
Turn outer knob counter clockwise two clicks until:   From     x      - - -

                                                                                      Hold?    x+1  - - -

                                                                                      Next      x+2  - - -

Press the ENTER key to make the HOLD stay.
If the display does not read:   From     0      - - -

                                               Hold      1      - - -

                                               Next       2     - - - 

     then press FPL soft key and turn inner knob counter clockwise until:

0            to 1

   1*   xxx deg     x.x nm

   ---                       ---
     and press ENTER key twice to activate new leg.

Press MAP key twice to get to MAP home page.

When established on the first search leg, waypoints 0 to 1, with near zero cross track error, remove HOLD.

Press NAV key and then SEL key.

Turn outer knob counter clockwise two clicks until:   From     0      - - -

                                                                                      To?       1      - - -

                                                                                      Next      2      - - -

Press the ENTER key to make the TO stay
